
Brilliant. Flexible. Infinite.

Closed Loop Emulated Video Engine Rendering



About Closed-loop

Closed-loop Technology was founded in the
year 1992. We started off as a company trading
in switch mode power supply, DIN 41612
connector and 19” Rack System.

Gradually, we found that many customers
require customized products and so we decide
to re-organize in order to give our customer
Total Solution for System Furniture and
Enclosure. We started to produce our
proprietary designed racks and consoles in
1995. From then, we received feedbacks about
our products and rectify immediately in the next
production lot. Comparing what we first started,
we have improved drastically in terms of our
quality, ergonomics, aesthetics and styling. This
is what we meant by the Closed-loop Culture.
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CLEVER -
Closed-Loop Emulated Video Engine Rendering

CLEVER is a 4K UHD IP based Video Wall controlling system
which cast any computer or IP device in the network onto the
video wall without investing in expensive video switcher and
extensive video cabling works. No hardware limitations and
practically no limit to the number of devices that can be cast
onto the video wall.

Mobile devices (Android) can be cast onto a CLEVER video wall
by installing CLEVER mobile apps.

All functions of mobile devices can be view on video wall, e.g.
Photos, location maps, application and in camera mode, this
device can act like a mobile cam.



KEY FEATURES

► Full Screen Display

► Picture roaming

► Free combining display

► Picture stretch

► Display separately on each screen

► Picture overlyingKEY FEATU
RES
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► Fast and easy to cast workstation or mobile screen to video wall on 
TCP/IP network.
► Friendly device installation and configuration
► Static templates change to picture-to-picture templates with 
flexible drag &  drop         
► Support any video format to play on video wall.
► Drag & Drop easy to use
► Mobile device casting
► IP Camera casting
► Computer casting
► HDMI-Over-IP casting
► Multi-screen Workstation Casting
► Multi-window
► Up to 4K UHD video format
► Fast switching / Low latency
► Window slot resizing, re-positioning
► Fit to window slot
► Actual resolution size in window slot
► Touch screen allows drag and drop 

KEY FEATU
RES

KEY FEATURES
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Cross-screen Displaying

Each signal can be displayed in the cross-screen
state, which means adjacent screens can jointly
display the content of a single signal to form the
whole graphics as a “window”. Users can also
zoom the windows drag them to everywhere on the
screen-wall.

Picture in Picture

A window can be overlaid upon an another
windows forming the “picture in picture”. Moreover,
the overlaid window is not restricted inside the
boundary of the underneath one which offers
flexibility to the layout of display.

Multiple Windows per Screen

Video-Wall processor supports multiple windows in
a single screen allows users to view more video
signals with limited screens. The layout of the
windows can be configured separately which offers
flexibility and convenience.

IP CCTV Camera

IP camera using ONVIF /LAN Network will be able
to cast information on the screen.

Mobile device casting
Only available for Android. This is suitable for doing
video conferencing and group video call.

Video Wall Controller Features



CLEVER VIDEO WALL SYSTEM ARCHITECTURE                                  
INCLUDE CLEVER APPS

LAN 
SWITCH 
Speed: 
1Gbps

HDMI

Video Wall

CLEVER Video Wall Controller

MOBILE-1MOBILE-2 MOBILE-3 MOBILE-n…

Mobile Cast

IP Cam-1 …IP Cam-2 IP Cam-n

Camera Cast

TV Cast
Internet TV channel

Embed Cast

.

.
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WS-1

WS-2

WS-n

IP ConverterNon IP Devices   
eg. Set-up box

Chat Cast

Screen Cast



Closed-loop Technology Pte Ltd
www.closed-loop.biz

Tel : +65 6853 7820
WhatsApp: +65 8899 3638

Email : sales@closed-loop.biz
20 Woodlands link, #04-10, Singapore 738733 
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